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Falmouth Heights Area Sewer Avallable
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property line for each property

ANo WO{k on a property can begin until LPSSA Combined Permit is issued for the
property
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septic

A About half of the connections are gravity and half are low pressure

A For gravity connections the contractor installed a clean out at the property line. Clean
out has a cast iron frame and cover, PVC riser. Connection will be made to capped end ~
4-6 ft below grade.

A For low pressure connectjons, the contractor installed a combjnation_vatheck valve
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plugged end, ~-4 feet below grade.

ACha_Pter§1806 of the Code of Falmouth, as amended at #M&5 Annual Town Meeting,
the Town of Falmouth requires that sewer connections in the Little Pond Sewer Service
Area be overseen by a plumber licensed in the Commonwealthof



_ “Little Pond Sewer Service Area
Properties for Which Sewer Is Available
Junc_a 2016




Application



Combined Permit Process After Application
Submitted

AReview
APermit Issuanceemail with link to permit

Alnspectiong; plumbing, electrical, sewer (by LPSSA plumbing
Inspector), health (septic abandonment), conservation (where

applicable)

ACloseout Requirementsas built connection plan, checklist,
FRMahonystart up paperwork

AWarrantyc 5 year, triggered by pass staup inspection byFRMahony




Town Requirements for both Gravity and Low
Pressure Installations

ACall Dig Safe and Town water/sewer divisions 72 hours ahead

APipeslopefor gravity part of installation isz"z 6 f)/m2éik £ Saa HKI Y
AMinimum coverdepth of gravity pipés 4 feet

APipeproperly bedded &ompacted

A Stoneggreater than 2 inches shall be removetio stoneswithin 6 inches of theipe
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ANo stormwater, roof runoff, sumppump or othemon-sanitary sewer dischargés
sewersystem

AEnsure that no dirt or foreign material enters the pipe duriegnection
A Connectiorto building sewer is upstream of sepfigstem



Additional Town Requirements for Gravity
Installations

AAI p|pe &fittings SDR35 PVC witlyasketedpush on joints; generally
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ACleanoutsat changes in direction greater than 45 degrees or 100 foot
Intervals

ANo 90 degree bends

ACleanout covered with a frame and cover properly rated for their
location

AThis is a summarnysee Town Guide for Gravity Installation document



Additional Town Requirements for Low
Pressure Installation

APump influentpipe and fittings shalbe SCH 40 PW@th integral wall beH
and-spigot joints or as required by the local plumbing code

APumpeffluent pipel.2% {13 WDPE.

ALow pressure fittings plastic compressistyle (see sketch some fittings
to be provided)

APumpsysteminstalled perY | Vv dzF | On$tdaNidhslB Q
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code

APump system ballast ring installed (if applicable)
APumpdischarge pressurgipe checkedor leaksc flow test

AThis is a summarnysee Town Guide fdrow Pressurénstallation
document and manufacturers instructions




Grinder Pumps

ATown will provide one E/One grinder pump unit to each skfaheily
residential property that requires a grinder pump, at no charge.

AThe property owner will own the pump unit and will be responsible
for installation of the pump unit.

APump Pick Ug at DPW Building after permit approved. See website
for times and pickup procedure.






